
Short Booting&Quick Install

IP PoE CAMERAIP PoE CAMERA

1080p FULL HD support!

Booting in a short time!

Low current consumption!

Ultra Low Light Surveillance! (Select Starlight)

Defog Function (Visibility Enhancement)

WDR support!
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FULL HD  IP CAMERA

H.264H.264 ONVIFONVIF

Video Encoding



PoE IP CAMERA  1080p Full HDIP CAMERA

⊙ 2M CMOS Sensor (Starvis)
⊙ 2.8-12mm Motorized(Auto Focus) F1.4Lens
⊙ Low Power Consumption
⊙ Fast Boot Time
⊙ 23 IR LEDs 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off)

⊙ 2M CMOS Sensor (Starvis)
⊙ 2.8-12mm Motorized(Auto Focus) F1.4Lens
⊙ 2.7-10mm Motorized (Auto Focus) F1.2 Lens (Option)
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 32 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off)  
⊙ 1Point Joint : 3axis adjustment

NIP291-D8021AIR

NIP291-B6621A

⊙ 2M CMOS Sensor (Starvis)
⊙ 5.0~50mm (Morized(Auto Focus)Lens
    2.8~12mm (Morized(Auto Focus)F1.4Lens
⊙ 2.7-10mm Motorized (Auto Focus) F1.2 Lens (Option)
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 1Point Joint : 3axis adiustment 

NIP291-B6621AIR

⊙ 2M CMOS Sensor (Starvis)
⊙ Fixed 4.0mm F 0.95 Lens
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)

⊙ 1Point Joint : 3axis adjustment 

NIP291-B6621F

⊙ 2M CMOS Sensor (Starvis)
⊙ 2.8-12mm Motorized (Auto Focus)F1.4 Lens
⊙ 2.7-10mm Motorized (Auto Focus) F1.2 Lens (Option)
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ 31 IR LEDs
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 1Point Joint : 3axis adjustment
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off)  

NIP291-V1021AIR

IP 66PoE

*Bracket (Option)

Auto Focus IP 66PoE Auto FocusPoE

Auto Focus IP 66PoE Auto Focus IP 66PoE



PoE IP CAMERA  1080p Full HDIP CAMERA

⊙ 2M CMOS Sensor
⊙ Fixed 3.6mm Lens
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 24 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off) 

NIP323-SB21FIR

⊙ 2M CMOS Sensor (Starvis)
⊙ Fixed 3.6mm Lens
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 23 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off) 

NIP291-D8021FIRNIP291-SB21FIR

⊙ 2M CMOS Sensor (Starvis)
⊙ Fixed 3.6mm Lens
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 24 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off

⊙ 2M CMOS Sensor
⊙ Fixed 3.6mm Lens
⊙ Low Power Consumption
⊙ Fast Boot Time 
⊙ PoE
⊙ Defog Function (Visibility Enhancement)
⊙ 23 IR LEDs
⊙ Camera Operating Indicate LED 
    (Normal: Green, Low Power: Red, Power Down:Off)

NIP323-D8021FIR

IP 66PoE PoE

IP 66PoE PoE


